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A B S T R A C T

Background: The main challenge of modeling humanoid robots is establishing 
a compromise between the simplicity of the model and accuracy of the system. 
One of the realities of movement which is important about humans is moving 
their hands to keep balance and reduce energy consumption while they are 
walking.
Methods: In this context, the role of elbow joint and the limitation that the 
joint exerts in terms of movement on the forearm and arm as self-impact 
joint constraint is undeniable. This paper deals with modeling and control of 
humanoid robot’s hand as double-pendulum will consider mentioned constraint 
while normal walking and also in throwing darts. 
Results: The presence of the self-impact joint constraint contributed to about a 
26% saving in power consumption of robot motors within an impact range of 
0.6346 to 0.6896 during normal human walking.
 Since this control has a high power, 10 to 30% of the uncertainty was added to 
the length and mass parameters. As was observed, this controller routed the 
desired curves in the least possible time.
Conclusion: As mentioned earlier, consideration of this constraint in elbow 
joint of the humanoid robot will help in approaching the reality of system in 
comparison with past models previously designed. As constraint causes addition 
of severe nonlinear terms to dynamic system equation, the control of systems 
with this type of constraint faces a great deal of complexity. For adaptive-neural 
controller to control of the system of humanoid robot’s hand will be used. Also, 
to display the ability of control system, the uncertainty of length and mass for 
this system will be considered. The existence of self-impact joint constraint will 
cause saving in consumption power of robot engines within the impact range.
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Introduction

Nowadays, several humanoid robots have been 
designed and modeled, but dynamicity and modeling 
issues have been neglected in the actual behavior of the 
system. Clearly, one of the abilities and daily necessities 

of humans is to move from one place to another. All 
humans move their hands in a reverse direction of their 
feet, while walking. In general, four models have been 
presented for moving hands while walking, as shown in 
Figure 1 [1]. Scientifically, the particular reason for this 
behavior is preserving the body balance. After boundless 
investigations, the researchers discovered that holding 
hands completely immobilized would consume 12%, 
and anti-normal moving will make it 26% more energy 
consuming than the normal state of the body. The above 
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research indicates the importance of hand movement and 
modeling to achieve optimal energy consumption and 
longer walking cycle durability [1]. In 2011, Arellano 
and Karam [2] focused their research on the impact of 
step width and movement of human hands while running 
to reduce energy consumption and more stability 
of humans. In 2013, Means et al. [3] examined the 
performance of hand movement and its effect on human 
balance and stability while walking. In 2015, Pant et al. 
[4] investigated the swinging movement of human hands 
while walking to maintain balance and its importance 
in prevention of collapse. Kato et al. [5] reviewed the 
mechanical arm robot with two degrees of freedom during 
throwing along with its controlling process. According 
to the studies, most of the modeling performed on the 
human arm have not been in line with the actual model, 
and the phenomenon called a joint self-impact has not 
been considered. The arm movement modeling should 
be similarly close to reality otherwise malfunctions and 
complexities will emerge in sustainability and energy 
issues. The particular phenomenon of joint self-impact is 
one of the most recently introduced issues. However, due 
to the complexity of the system in terms of controlling 
and the existence of nonlinear parameters, this issue has 
not been studied extensively. It has not been discussed 
accurately and completely either in many modeling and 
studies, where the control methods and modeling systems 
have been implemented regardless of these constraints. 
In this paper, a constrained double pendulum, as a hand 
of a moving robot - an instance of systems in which these 
constraints occur in their movement – is investigated 
dynamically through a controlled condition.

Bazargan Lari et al. modeled this self-impact joint 
constraint for the human leg, at the first time. Initially, 
self-impact joint constraint was considered on the 
robot foot with the ability to rotate and afterward they 
monitored the shin and thigh during a walking cycle 
through an exact feedback linearization method [6]. 

Since it is inevitable to address the problem of parametric 
uncertainties such as mass and length of shin and thigh, 
they investigated this issue in their other research [7]. 
They also examined both human feet simultaneously, 
while walking, taking into account the constraints [8]. 
Given the importance of modeling the self-impact joint 
constraint according Figure 1 and its role in sustaining 
the stability while walking, the impact joint constraint 
is of paramount importance. Further, the presence, 
importance, and applicability of the constraint in sports 
such as dart throwing, tennis, weightlifting, golf and etc. 
are even more evident. In this paper, we investigate the 
presence of a self-impact joint constraint in the hands of 
humans while walking. Dart throw is also considered as 
an example of these sports. It will also be demonstrated 
that the presence of this constraint saves more power in 
a robot engine.

Dynamic Model Analysis
Hand Movement without Constraint

The scheme for double pendulum with no constraint is 
illustrated in Figure 2. In this form, and represent 
the angles of rotation of the elbow and shoulder relative 
to the vertical axis, respectively. and  denotes 
the external torques that move the forearm and arm, 
respectively. As presented in the following equations, 
the dynamic equation of this system is modeled based on 
Hamilton Formula:

                                                (1)

                                                                    (2) 
  

                                                                     (3)

                     (4)
            

 (5)      

    (6)
         

                                       (7) 
                       

   (8)

 and  indicate the mass and  and  
represent the length of forearm and arm, respectively. 

Movement of arm with consideration of constraint
In an unconstrained double pendulum, the rotation 

angle of the elbow and arm in joints is assumed without 
boundaries and limits (Figure 2). Nevertheless, this 
assumption is not possible for human hands in reality as 
the angle of the arm cannot be larger than the forearm 
angle (Figure 1). The weakness of this type of modeling, 
which does not represent the reality of the system 

(b) Anti normal walking(a) Normal walking

(d) held walking(c) Bound walking

Figure 1: Different types of human’s hand in walking [1]
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of human hands, becomes further important as the 
controller tries to prevent the system from exceeding the 
permissible angles. Consequently, controlling effort is 
considerably increased compared to the condition where 
the constraint is mechanically considered in dynamic 
modeling (Figures 3 and 4).

Self-Impact Constrained Joint
In joints, the self-impact constraints are considered as 

inhibitors which are stated as follows:
                                                                                      (9)

Where, c and k [9] are torsional damper and stiffness 
factor, while  and  represent the rotational angle and 
angular velocity, respectively [10].

Additionally, the phenomenon of self-impact joint 
should be modeled by forces that are frequently applied 
in execution during the activation period. The dynamic 
equation in the double pendulum of the self-impact with 
the damper and torsion spring model is described as 
follows:

(10)

(11)

                                         (12)

(13)

       (14)

To solve the equations of the system, we adopt the 
approximation of the heavy side step function, which 
is a sigmoid function group. Below is an instance of a 
function which is utilized to approximate the heavy side 
function:

 (15)

Note that its approximation can be adjusted through 
increasing or decreasing r.

Dynamic Equations Matrix
The dynamic equations of the hand as a double-

constrained pendulum are described as follows:

                              (16)   
Where, q, , and are angular vectors, angular velocity, 

and angular acceleration of the joints, respectively. M(q) 
denotes symmetric positive inertia matrix, 

shows Coriolis vector,  is 
unbalanced symmetric centrifugal torque matrix, G(q) 
indicates gravitational torque vector,  reflects the 
approximate vector of the self-impact joint, and  is a 
joint actuator torque vector. 

  (17)

  (18)
                                                

                        (19)

Adaptive Neural Network Controller
According to our search, there are a few articles about 

the common problems of double pendulum systems 
with regard to the constraint. No publication has been 
found about routing control of a self-impact joint system 
in human hands. Since dynamic equations of dual self-
impact pendulum have complicated nonlinear equations, 
a nonlinear intelligent controller designed with a 
comparative neural network control is recommended; 
this controller requires estimation of the reverse dynamic 
model and the training process. To achieve accurate 
tracing and high controlling performance, there are few 
available control methods. The torque estimation method 
is one of the most intelligent ways that relies on the precise 

Figure 2: Schematics of an unconstrained double pendulum

Figure 3: Schematics of constrained double pendulum in reality

Figure 4: Schematics of constrained double pendulum 
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elimination of the nonlinear dynamics of the system. 
This method requires a precise dynamic model, which 
is its main weakness. The extended adaptive controlling 
methods, which are popular for many researchers, are 
implemented in order to overcome this limitation. The 
advantage of comparative control methods is that the no 
prior knowledge of unknown parameters is required.

Gauss Radial Base Function
Learning control plans have been developed to improve 

the performance of systems with operations and duplicate 
moves. Being suitable only for repetitive operations is 
one of the drawbacks of this method.

Some improvements have been made in using neural 
networks to control the target. In general, the design of 
a neural network control has two stages. The first stage 
is estimated using the dynamic model of the neural 
network. Then, when this estimation, which is usually 
done offline, is accurate enough, in the second stage, 
the control movement can be implemented. It is crucial 
to note that this approach cannot manage the system 
variations. Accordingly, the utilization of comparative 
control is beneficial. Some successful studies have 
been done using a comparative neural network strategy. 
They have managed to regulate the control rule directly 
by means of an appropriate neural network. This 
closed-circuit system has progressed with the proper 
sustainability. The other advantage of this approach is 
the reverse dynamic model estimation and no need to 
dedicate a considerable amount of time for the training 
process. Neural Networks can be set to zero at no cost 
with the prior knowledge of the system. Therefore, an 
adaptive neural network controller is effective for real-
time implications. 

In the mechanical engineering field, the neural network 
has been used frequently to estimate a nonlinear function 
given for a small tolerance error. In this paper, the 
Gaussian function neural network is investigated. This is 
a special network method that uses a number of Gaussian 
function formulas.

                                                          (20)

Where, is the central vector and denotes 
the variance. As observed in Figure 5, each Gauss’s basic 
function has three layers: input layer, hidden layer which 
consists of the Gauss’s basic function, and an output 
layer. Network output  could be expressed as the 
following relations: 

                                                                   (21)
Where,  is the basic 

function vector. Note that only the connections between 
hidden and output layers are evaluated. 

Gauss’s basic function network has been very 
successful in demonstrating the complex nonlinear 
function. This suggests that any continuous function, 
which is not necessarily indefinitely smooth, can be 
estimated uniformly by a Gaussian linear combination.

Neural Network Model of Self-Impact Joint System

The dynamic matrix equation of the n freedom degree of 
the robot is expressed in terms of the spacing coordinates 
in the following relations:

                        (22)
As can be seen, M (q) and G (q) are the only functions 

among the q investigated samples. Therefore, static 
Neural Network is suitable for the modeling. Assume 

 and  could be expressed as below:
 (23)  

 (24)

Where,  are the Neural Network weights. 
 represent the Gaussian radial base 

functions with input vector of q and  
show the  and  model’s error. Assume that 
both of them are limited. For , a dynamic neural 
network from is required to be modelled by it. 
Assume that  can be modeled as the following 
relations:

(25)

Where,  and  are the weight 
functions, indicate Gauss basic functions with 
z as input vector, and  is the error of  
which is limited. Hence, Equation 11 can be defined as:

                            (26)
                            (27)

            (28)

M(q),  and G(q) relations, utilizing 
GL matrix, will be:

(29)
  

                                    

  (30)

Where, {H(q), {B}.{Z(z)}.{A}.{E(q)}.{  are GL 
matrices and represent its elements. 

, , and  are model 
error matrices whose elements consist of  , 

, and .

Figure 5: Gaussian radial basis function
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Control System Designing
If  is the optimal path in the joint space and 

 and  are the desired speed and acceleration, 
respectively, they are expressed according to the 
following relations:

                                                (31)
                                   (32)

                     (33)
Where, is a definite positive matrix. The control rule 

can be proposed as below [4]:
   (34)     

Where, ,  and 
. The first 

three terms of the control rule are model-based controls 
where the term  gives a proportional derivative of it. 
Note that proportional derivative control necessarily calls 
for a control rule expressed through the definition given 
in Equation 22. The latest term in the control rule has 
been added to overcome the neural network modeling 
errors and the parameter control rule is updated to prove 
convergence and sustainability needs.

                                              (35)
                                              (36)

                                                        (37)

Where, ،  and  are positive, definite, and 
symmetric. و represent the column vectors 
respectively with  و  as elements.

Results and Discussion

Table 1 presents the anthropometric parameters of 
the human hand [11] which are employed to simulate 
the movement of the hand as a self-impact double 
pendulum. For the tracing issue, the required paths from 
the elbow and shoulder joint of the self-impact double 
pendulum indicate movement of the hand during normal 
walking. It is based on the information available in the 
normal human walking cycle, which is repeated through 
the imaging of human hand movement and processing 
Images. The curves are shown in Figure 6, and the 
range within which the self-impact joint occurs is 
illustrated. According to this form, the self-impact joint 
phenomenon for double constrained pendulum systems 
occurs when the rotation angle of the elbow is larger 
than that of the shoulder.

Proposed Controller Block Diagram
In this paper, a comparative neural network approach 

has been proposed for the purpose of tracking the path of 

Table 1: Parameters used for simulation of arm locomotion as a self-impact double pendulum.
ValueInformationParameter
0.2Mass of arm link

0.2Mass of forearm

0.32Length of arm link

0.38Length of forearm link

1.6Damping coefficient

34Stiffness coefficient

10Accuracy of the approximating function

12Number of static neural network nodes

24Number of dynamic neural network nodes

12Number of static neural network nodes

0The center vector of the Gaussian RBF

10The variance of the Gaussian RBF

Figure 6: Human forearm and upper-arm normal gait cycles



Hosseini SI et al.

JRSR. 2019;6(2)                                                                                                                                                                                     73

the constraint dual pendulum. The controller structure is 
illustrated in Figure 7.

Figure 8 and Figure 9 show the desirable traced paths 
of shoulder and elbow joints, respectively. As can be 
observed, the desired values for the shoulder and elbow 
joint are closely matched. The angular errors of the 

shoulder and elbow joints are shown in Figures 10 and 
11, while the angular velocity errors, are demonstrated in 
Figures 12 and 13, respectively.

Dart Throwing
As already mentioned, one of the exercises that can 

Figure 7: Structure of the adaptive neural network controller

Figure 8: Desired and tracked trajectories of shoulder joint

Figure 9: Desired and tracked trajectories of elbow joint

Figure 10: Time history of shoulder joint error
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clearly represent the self-impact joint constraint is 
throwing darts (Figure 14). As with the normal walking 
cycle, the curves of the shoulder and elbow joints in the 
dart throwing were obtained via image processing and 
used as desirable values.

Figures 15, 16 and 17 illustrate the traced and desired 
paths of elbow and shoulder joint, respectively. The 
combined shoulder and elbow errors are displayed in 
Figures 18 and 19, while the angular velocity errors are 
depicted in Figures 20 and 21, respectively.

Figure 11: Time history of elbow joint error

Figure 12: Time history of shoulder joint angular velocity error

Figure 13: Time history of elbow joint angular velocity error

Figure 14: Schematics of human arm in throwing dart
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Figure 15: Human forearm and upper-arm throwing dart

Figure 16: Desired and tracked trajectory of elbow joint in throwing dart

Figure 17: Desired and tracked trajectory shoulder joint in throwing dart

Figure 18: Time history of shoulder joint error in throwing dart
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Figure 19: Time history of elbow joint error in throwing dart

Figure 20: Time history of elbow joint angular velocity error in throwing dart

Figure 21: Time history of shoulder joint angular velosityerror in throwing dart

Figure 22. Elbow torque during normal gait cycle
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Figures 22 and 23 represent the torque diagram of 
the shoulder and elbow joints when self-impact joint 
constraints are considered and ignored. The constraint 
interval has been magnified in both figures, as there 
are differences in systems with and without constraints 
within the constraint interval. As can be seen, lower 

torque values have been employed when constraints are 
considered for the drive motor of the robot joint.

Figure 24 represents the torque variations with 
angle velocity of each joint. The area under this curve 
represents the power consumption of the robot. Because 
of the importance of the self-impact joint constraint 

Figure 23: Shoulder torque during normal gait cycle

elbow joint in impact range shoulder joint in impact range
Figure 24: The comparison of the power of elbow and shoulder joint within the impact range

Figure 25: Desired and tracked trajectory of elbow joint with uncertainty



Hosseini SI et al.

JRSR. 2018;6(2)78 

on reducing the power consumption of the robot, the 
corresponding figures have bene given for both cases in 
this interval.

To illustrate the comparative control power, we 
examine the uncertainty of length and mass. In this case, 
we extend them from 10 to 30%, relative to the initial 
value. According to Figures 25 and 26, the uncertainty of 
the parameters has caused no impairment in the control 
system, and the controller tracks the desired path within 
the shortest time. The elbow and shoulder joint errors are 
shown in Figures 27 and 28, with regard to uncertainty.

Conclusion

In the present paper, a humanoid robot hand as a 

double pendulum was model, taking into account the 
self-impact of the joint constrained during normal 
walking and in dart throwing. According to the results, 
consideration of this constraint in the elbow joint of the 
humanoid robot made the system closer to reality. In the 
double pendulum, taking into account the constraint, the 
angle of rotation of the elbow and arm in the joints was 
assumed to be bound and constrained; thus, relative to the 
condition where the constraint is omitted, the controlling 
effort is considerably reduced. On the other hand, since 
this constraint adds nonlinear parameters to the dynamic 
equations of the system, the adaptive- nervous control 
was utilized to manage the humanoid robot hand system.

The presence of the self-impact joint constraint 
contributed to about 26% saving in power consumption 

Figure 26: Desired and tracked trajectory of shoulder joint with uncertainty

Figure 27: Time history of elbow joint error with uncertainty

Figure 28: Time history of shoulder joint error with uncertainty
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of robot motors within an impact range of 0.6346 to 
0.6896 during normal human walking.

 Since this control has a high power, 10 to 30% of the 
uncertainty was added to the length and mass parameters. 
As was observed, this controller routed the desired 
curves within the shortest possible time.

Conflict of interest: None declared.
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